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WYOMING VALLEY FLOOD CONTROL SYSTEM, HAER NO. PA-339-A 
WOODWARD PUMPING STATION 
East of the Toby Creek crossing by the Erie-Lackawanna Railroad 
Edwardsville 
Luzerne County 
Pennsylvania 

Photographer, Harriet Wise,       1998 

PA-339-A-1 MAIN FACADE OR EAST ELEVATION, LOOKING WEST. NOTE THE OPENINGS FOR 
THE VERTICAL FOUR-LIGHT WINDOWS ARE COVERED BY PLYWOOD. 

PA-339-A-2 CLOSEUP OF THE ORNAMENTAL LIGHTS, THE CENTRAL BIFOLD DOORS, ANDTHE 
EXAGGERATED TRIGLYTHS ABOVE THE DOOR, LOOKING WEST. NOTE THE 
PERSONNEL DOOR COMPRISED OF THE BOTTOM THREE PANELS IN THE IN THE 
LEFT BIFOLD DOOR. 

PA-339-A-3 VIEW OF THE NORTH FACADE, LOOKING SOUTH, NOTE THE OPENINGS FOR THE 
THREE VERTICAL FOUR-LIGHT WINDOWS ARE COVERED BY PLYWOOD. ALSO 
NOTE THE LEAF MOTIFS ABOVE THE WINDOWS. 

PA-339-A-4 VIEW OF THE WEST FACADE. NOTE THE BRIDGES FROM THE D.L.&W.R.R. 
WOODWARD SIDING AND MAIN LINE IN THE LEFT FOREGROUND. PHOTO IS FROM 
THE LEVEE CROSSING TOBY CREEK FACING EAST. 

PA-339-A-5       VIEW OF THE WEST FACADE WITH THE END OF THE PUMP DISCHARGE 
VISIBLE IN THE FOREGROUND, LOOKING EAST.  NOTE THE FLAP VALVE OF THE 
NO. 1 PUMPING UNIT. 

PA-339-A-6 CLOSEUP VIEW OF THE PUMP DISCHARGE CHANNEL, THE FLAP VALVES OF 
PUMPING UNITS 8,6, AND 7 (L TO R) AND PART OF THE DISCHARGE WEIR OF THE 
INDIVIDUAL DISCHARGE CHAMBER OF PUMP NO. 5, LOOKING NORTHEAST. 

PA-339-A-7 CLOSEUP VIEW OF THE PUMP DISCHARGE CHANNEL, AND THE DISCHARGE WEIR 
OF THE FOR PUMPS NO. 2 AND 3, LOOKING NORTHEAST. THE SERVICE BRIDGE 
PROVIDED ACCESS TO THE LEVEE OVER TOBY CREEK. 

PA-339-A-8 CLOSEUP OF THE GATES ON THE TOBY CREEK OUTLET AND THE OUTLET OF THE 
PUMP DISCHARGE CHANNEL, LOOKING NORTHEAST. 

PA-339-A-9 VIEW OF THE PRESSURE CULVERT STILLING BASIN, LOOKING NORTH. NOTE THE 
LEVEE TO THE RIGHT. 

PA-339-A-10 VIEW OF THE SOUTH ELEVATION AND THE FLOOD GATE ON THE PRESSURE 
CULVERT, LOOKING NORTH. 

PA-339-A-11 VIEW OF FLOOD GATE FOR THE PRESSURE CULVERT AND THE SOUTH AND EAST 
ELEVATIONS, LOOKING NORTHWEST. 
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PA-339-A-12 VIEW OF PUMPS NO. 6, 8, AND 7 (L TO R) WITH THEIR CANVAS COVERS, LOOKING 
NORTHEAST. NOTE CONCRETE CONSTRUCTION, THE FOUR LIGHT WINDOWS 
AND THE STEEL EAM FOR THE 10-TON HAND OPERATED TRAVELING CRANE. 

PA-339-A-13 VIEW OF PUMPS NO. 5 AND 4. NOTE THE TRAVELING CRANE AT THE FAR END OF 
THE ROOM, LOOKING SOUTH.    ■ 

PA-339-A-14     CLOSEUP OF PUMP NO. 5, LOOKING WEST. 

PA-339-A-15     CLOSEUP OF THE SWITCHGEAR, LOOKING SOUTHEAST, 

The following photocopies were made from original drawings dated 4 July 1939.  Originals located at the 
U.S. Army Corps of Engineers-Baltimore District, Baltimore, Maryland 

PA-339-A-16 Top 1/1.  Project location map. 

PA-339-A-17 Top 3/1. Site plan of the woodward pumping station. 

PA-339-A-18 Top 30/1. Plan of sump plan. 

PA-339-A-19 Top 30/2. Motor floor and root plans. 

PA-339-A-20 Top 30/3. Plan of exposed substructure elevations. 

PA-339-A-21 Top 30/4. Plan of substructure sections, 

PA-339-A-22 Top 30/5. Plan of superstructure elevations. 

PA-339-A-23 Top 30/6. Plan of superstructure sections. 

PA-339-A-24 Top 30/7, Plan of superstructure details. 

PA-339-A-25 Top 32/1. Plan of general arrangement of equipment. 


